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SOK 48V 100Ah LiFePO4 Lithium Battery, 5.12kWh Server Rack Battery with Bluetooth & 100W Built-in
Heater, 3U Compact Size for Home Solar Energy Storage, Off-Grid System, 6000+ Deep Cycles

Mpc22163-130 - Two-Phase Intelli-Module with Quiet Switchertm TechnologyMpc22166-130 - Two-Phase
Intelli-Module with Quiet Switchertm TechnologyMpc22167 - 130A, Two-Phase, Intelli-Moduletm with
Quiet Switchertm TechnologyThe MPC22167 is a non-isolated, step-down power module with 130A of
continuous peak output current. This module integrates driver MOSFETs and an inductor in a compact
package to save board space and achieve a higher power density. It is scalable for many modules in parallel,
up to 2kW or more of power. The 8mm maximum height makes it suitable for a..See more on
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.cicof height:132px} .empty StyleFor DebuggingPurpose{ top: 0} .empty StyleForDebuggingPurpose{ top: 0} .empt
yStyleForDebuggingPurpose{ top: 0} .empty StyleForDebuggi ngPurpose{ top: 0} .empty StyleForDebuggingPurp
ose{ top: 0} .empty Styl eForDebuggi ngPurpose{ top: 0} .empty Styl eFor Debuggi ngPurpose{ top: 0} .vtbc
.mv_vtvc_play{ display:inline-block;position:absol ute;bottom: 8px;l eft: 9px; height:8px; width: 7px} .vtbc
.mv_vtvc_play_ext{ background:url(/rp/Lp38sn_0O4jegSKOIHxZV xyp-yKQ.png) -172px
-31px;display:inline-block;hei ght:8px;width: 12px; position:absol ute; bottom: 8px;l eft:6px} .vtbc

.pivot{ height: 20px;width:8px; min-width:8px} .vtbc

.mv_vtvc_play{ background:url(data:image/png;base64,iV BORWOK GgOAAAANSUhEUgAAAACAAAAIBA
MAAADHKvVgIAAAAINBMVEX/HHTHHTHHHTHTHTTTTTTTiRIgMavAAAACNRSTIMAETNEV Wal mbv
uo4D10AAAAB9JREFUCB1jmMoABKuaQcSqQhCxK gFGgL hNQIkpQAWA8zKLyQAIGFOAAAAASUVO
RK5CY11=)}.mc_bc_ w{height:18px;padding:8px;text-align:right} .mc_bc{ background-color:rgba(0,0,0,.75);p
adding:2px

8px;line-height:14px;col or:#fff;display:inline-block;vertical-align:middle;border-radius: 2px;font-wei ght:bol d}
.mc_bc w pivot{ text-align:center;margin-right: 1px;height: 14px} .vsarr .mmgrid .mc_bc_w
.mc_bc{ background-color:rgba(0,0,0,.75);0pacity: 1} .mmsi{ height: 16px;width: 16px;position:rel ative;top: 5px;
padding-right:var(--smtc-gap-between-content-xx-small)} .mmsi-microsoftnews,.mmsi-msn{ top: 3px} .vrhdata
{ display:none} .mmgrid>div{ width:197px;display:inline-block;margin-right:8px; margin-bottom: 8px; box-shad
ow:0 0 0 1px
rgba(0,0,0,.05); position:relative;vertical-align:top;overflow: hidden;white-space:normal ; border-radius.6px} .vs
arr .mmgrid>div,.vsarristbig .mmgrid>div{margin-right:8px;margin-bottom:8px} #serpvidansrr .mc_vtvc

.mc_vtvc_meta{ height:auto} #serpvidansrr .mc_vtvc
.mc_vtvc_title{ display:-webkit-box;-webkit-line-clamp:2;-webkit-box-orient:vertical} .mmgrid
.mc_tc{ border:0} .vsa .mmgrid>div:nth-child(3n){ margin-right:0} .vsa

.b_moreLink{ padding-top:4px} #serpvidansrr
.mc_vtvc_meta row{ line-height: 18px;font-size:100%;height:17px} .vsarr

.mmgrid>div:nth-child(2n){ margin-right:0} #serpvidansrr .mc_vtvc vtmu,#serpvidansrr .mc_vtvc
vtpl{ bottom:128px} .vsarristbig .mmgrid>div:nth-child(2){ margin-right:0} #serpvidansrr.uipolish
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.mc_vtvc_meta pubdate#serpvidansrr.uipolish  .mc_vtvc_meta channel #serpvidansrr.uipolish  #vidans2
.b_videocard .video metadata .video_ source{color:#767676}#serpvidansrr  #vidans2  .b_videocard
.video_metadata_container #serpvidansrr #vidans2 .b_videocard .video_metadata_container
.video_metadata>h3{ width:100%} @media(max-width:1362.9px){ #serpvidansrr

.mmgrid>div{ width:168px;height:206px} #serpvidansrr .mmgrid>div .cico,#serpvidansrr .mmgrid>div .cico
rms_img{ width:168px;height:100px} #serpvidansrr .mc_vtvc .mc_vtvc_meta{ padding: 12px} #serpvidansrr
.mc_vtvc .mc_vtvc _title{ height:32px;line-height: 16px; margin-bottom: 16px} #serpvidansrr .mc_vtvc
.mc_vtvc_meta block _area{ height:34px} #serpvidansrr

.mc_vtvc_meta row{ line-height: 15px;font-size: 13px;height: 15px} #serpvidansrr

.mc_vtvc_meta pubdate{ padding-bottom:4px} #serpvidansrr  .mc_vtvc  .vtmu#serpvidansrr .mc_vtvc
vipl{ bottom: 114px} #serpvidansrr #vidans2 .b_videocard .videoPlayer #serpvidansrr #vidans2 .b_videocard
.videoPlayer .Cico,#serpvidansrr #vidans2 .b_videocard .videoPlayer .Cico
.rms_img{ width:343px!important; height: 194px!important;margin-right:0} } @media(max-width:1274.9px){ #s
erpvidansrr .mmgrid>div{ width:124px;height:164px} #serpvidansrr  .mmgrid>div  .cico#serpvidanstr

.mmgrid>div .cico rms_img{ width:124px;height: 76px} #serpvidansrr .mc_vtvc
.mc_vtvc_meta{ padding:8px} #serpvidansrr .mc_vtvc
.mc_vtvc _title{ height:32px;line-hei ght: 16px; margin-bottom: 12px} #serpvidansrr .mc_vtvc

.mc_vtvc_meta block_area{ height:28px} #serpvidansrr

.mc_vtvc_meta _row{ line-height: 13px;font-size: 11px;height: 13px} #serpvidansrr

.mc_vtvc_meta_pubdate{ padding-bottom:2px} #serpvidansrr  .mc_vtvc  .vtmu,#serpvidansrr  .mc_vtvc
vtpl{ bottom:96px} #serpvidansrr #vidans2 .b_videocard .videoPlayer #serpvidansr #vidans2 .b_videocard

.videoPlayer .Ccico,#serpvidansrr #vidans2 .b_videocard .videoPlayer .cico
rms_img{ width:256px!important;height: 144px!important;margin-right: 0} #serpvidansrr .maskthumb
.mc_bc_w{padding:8px 4px 4px 8px} } #serpvidansrr.withsplitline

.mmgrid>div:nth-last-child(1) #serpvidansrr.withsplitline
.mmgrid>div:nth-last-child(2){ margin-bottom: 24px} #serpvidansrr.withsplitline .mmgrid{ border-bottom:1px

solid #ececec; margin-bottom: 16px} #serpvidansrr #vidans2 .b_videocard
.video_metadata{ max-width:auto;padding: 12px 16px} #serpvidansrr #vidans2
.b_videocard{ margin-bottom: 12px;box-shadow:0 0 1px rgba(0,0,0,.05),0 2pX 3px
rgba(0,0,0,.1);border-radius.6px} #serpvidansrr .b_rich{ padding-top:0} #serpvidansrr #vidans2

.videoPlayer{ border-radius:6px 6px 0 O;overflow:hidden}#serpvidansrr  #vidans2  .b_videocard
.video_metadata>h3{ white-space:nowrap;overflow:hidden;text-overflow:ellipsis;-webkit-line-clamp: 1;line-he
ight: 15px;height: 15px;font-size: 13px;col or:#000; margin-bottom: 20px;font-family:" Arial" ,Hel vetica, Sans- Seri
f;font-style:normal;display:block} #serpvidansrr.vsarrlstbig  #vidans2 ~ .b_videocard  .video_metadata
.actionmenu{ display:none} #serpvidansir  #vidans2 .b_videocard .video_summary #serpvidansr  #vidans2
.b_videocard  .video_source{line-height:15px} #serpvidansrr  #vidans2  .b videocard  .videoPlayer
vtbc{right:0}.vrhc linenhvpv .pffvi,.vrhc line.nhvpv[data-tps="S"] .pffvt,.vrhc line.nhvpv[data-tps="M"]
pffvt,.vrhc line.nhvpv[data-tps="L"] pffvt{ display:inline-flex} .vrhc line.nhvpv vrhtc.pffv
.-vrhol{ display:none} .vrhc line.nhvpv vrhtc.pffv
.player_ol{ background:var(--mai-smtc-background-ctrl-on-image-hover);transition:background-col or

.5s,display:flex;align-items:.center;justify-content:center; padding: var(--smtc-gap-between-content-x-small);ga
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p:var(--smtc-gap-between-content-x-small);box-sizing:border-box} .mc_vtvc th img{ transition:all 3s
ease-out} .nhvpv+.mc_vtvc th

img{ transform:scale(1.1)} .smtplayerhtml 5{ hei ght: 100%;width: 100%;overflow:hidden} .smtplayerhtml 5
video{ min-height: 100%;min-width: 100%} .smtplayerhtml5

.videoplaying{ background-col or:#000} .smtplayerhtml5.hide{ display:none} .pffvt{ display:none;col or:var(--ma
i-smtc-foreground-ctrl-on-image-rest);font:var(--bing-smtc-text-global -subtitl e2-strong)} . pffvi{ mask:url (/rp/ui
07wUBK7FR_inzG7DRbP1i8fGo.svQ) center
no-repeat; mask-size: 12px;background:var(--bi ng-smtc-background-card-on-image-defaul t);width: 20px; height
:20px;flex-shrink:0;align-self:flex-start} [data-tps="L"]

pffvt{ font:var(--bing-smtc-text-global -subtitle2-strong)} [data-tps="L"]

pffvi{ width:22px;height:22px;mask-size: 16px} [data-tps="S"] pffvt{ font-size:0} [data-tps="S"]
pffvi{ width:24px; height: 24px; mask-si ze: 24px;align-self:center} .hvpv.h5Ss
pffvt{ display:inline-flex} .hvpv.h5s vrhte.pffv .vrhol{ display:none} .hvpv.h5s vrhte.pffv

.player_ol{ background:var(--mai-smtc-background-ctrl-on-image-hover);transition:background-col or
.5s;display:flex;align-items.center;justify-content:center; padding: var(--smtc-gap-between-content-x-small);ga
p:var(--smtc-gap-between-content-x-small); box-si zing: border-box} . pffvt{ text-decoration:underline} .vrhcp
.vrhol{ position:absol ute;width: 100%; hei ght: 35px; max-hei ght: 35px; bottom: 0; | eft: 0; padding: 0;background:non
e;display:block;z-index:9} .vrhcp .vrhol.hide,.vrhcp .vrhol
.hide{ display:none} .vrhot{ white-space:nowrap;text-overflow:ellipsis;overflow: hidden;display:inline-block;po
sition:absol ute; max-width: 240px; height: 18px;line-hei ght: 14px; margin-left:8px;top: 10px;l eft: 0;right: O;border-
radius: 2px; padding-right:8px} .vrhot div{ display:inline-block} .vrhot
nt{ color:#fff;font-size: 11px;font-weight:bol d;background-color:rgba(0,0,0,.75); padding: 2px
8px;margin-left:0;top:0;box-si zing:border-box;position:rel ative} .vrhc

.ricong{ position:absol ute; right: 8px;top: 10px; | eft:auto; bottom: auto; hei ght: 18px;display:inline-bl ock;cursor:poi
nter}.vrhol.icons 1 vrhot{ margin-right:27px} .vrhol.icons 2 .vrhot{ margin-right:49px} .vrhol.icons_3

.vrhot{ margin-right:79px} .vrhol .vrhot nt,.vsb_tr_chd .vrhol.icons_1
.vrhot{ margin-right:0} .vpb{ position:absol ute;display:bl ock; bottom:0;| eft:0; height: 4px} .vpb
div{ position:absolute} .vpb nt{ width:0;background:#fff} .vpb

nt.test{ display:none} .vpb.back{ background-col or:#999} .vrhcp

.vrhol.npb{ hei ght: 36px; max-height:36px} .vrhol

vadda{ width:22px;height: 18px;padding:0; margin-right:0; margin-left: 2px; bottom: O; position:rel ative;display:i
nline-block;z-index:1;background:rgba(0,0,0,.75);border-radius. 2px;overflow: hidden} .vrhol

vadda.hide{ display:none}.vrhol ~ .vadda .mc_vfaa{margin:3px  5px}.ricons  .vol{float:left}.ricons
.adultFlag{ float:right} .vol{ width:22px; height: 18px;bottom:0; margin-left: 1px; margin-right: 1px; position:rel ati
ve;display:inline-block} .vol.hide,.vol .hide{ display:none} .vol
.bg{ background:rgba(0,0,0,.75);border-radius:2px} .vol.bg,.vol nt{ position:absol ute;bottom:0} .vol
.vol.bg.volnb{ border-radius.0 0 2px 2px}.vol .voldiderHandle.bg{border-radius.:2px 2px 0 O}.vol nt
.voldliderHandl e{ height: 70px;display:none;width: 22px;fl oat:| eft; bottom: 18px; posi tion: absol ute;di splay: bl ock
}.vol nt .voldliderHandle.hide{ display:none} .volsliderHandle
.vsb{ height:54px;width:4px; background-col or:#999; margin: 9px auto
8px;position:rel ative;display:block;border-radius.2px} .volsliderHandle
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.vsi{ height:6px;width: 14px; padding: 9px 7pX 9px 7px;margin:0
-12px;display:block;position:absol ute;top: 30px} .volsliderHandle .vsh.hide{ display:none} .volsliderHandle
.vshi{ height:4px;width: 14px;background-col or:#fff;border-radius.2px} .vol M utel cor{ width: 16px;height: 14px;
margin:2px

4px;float:left} .vol M uteHandl e{ width: 22px; height: 18px} .vo{ background:url (/rp/fFZXBXEIPOWY OOQjhTaEl
yLhEVU.svQ) no-repesat} .vm{ background:url(/rp/fsX-ZVdO3wB2TL OvmQJxSp4U9vs.svQ)
no-repeat} .vI{ background:url (/rp/Y XY MPC1Rry_XJGc7Y g8IR4B2eEs.svQ)

no-repeat} .vi{ background:url(/rp/NosrIR4amK TslzY xWy3laZN3HRK.svQ)

no-repeat} @media(forced-colors.active){ .vol{ forced-color-adjust:none} } .vrhc  line  .vt_vp,.vrhc.popout
.vt_vp,.vrhc.mousefollow

vt_vp{ position:absol ute;bottom: 0;border: hidden; padding: 0;top: O; ft:0; z-index: 3} .vrhtc

hide{ display:none} .vrh_clc  .vt_vp,.vrh_clc .vrhtc .vrhi,.vrh_clc .player_ol{cursor:pointer}.vrh_clc
.cico{ border-radius:0} .vrhtc{ border:hidden;top:0;l eft:0; padding: 0} .vrhc.mousefol low .vrhtc,.vrhc.popout
.vrhtc{ background-col or:#999} .vrhtpc.load

.player_ol{ background:url(/rp/J_o2maogFDeUOsovPJL-of EuxJ4.gif) center center no-repeat} .vrhc line .vrhtc
.vrhi,.vrhc.popout .vrhtc .vrhi,.vrhc.mousefollow .vrhtc
.vrhi{ position:absol ute! important; border:hidden; z-index: 2; padding:0; | eft:0;top: 0} .player_ol{ position:absolute
;width:100%; hei ght: 100%;bottom: O; border:hidden; z-index: 7} .vrhc.popout,.vrhc

line,.vrhc.mousefollow{ border-radius.6px;overflow:hidden;display:table-row-group; background:none} .vrhc.p
opout,.vrhc.mousefollow{ z-index:4;box-shadow:0 4px 4px rgba(0,0,0,.1),0 2px 80px rgba(0,0,0,.2)} .vrhc
ling{ z-index:1;margin:0} .vrhc.popout,.vrhc  line{ position:absolute;top:0} .vrhc.popout{ border:1px  solid
#ff} .vrhc.mousefollow{ position:fixed} .vrhcp{ position:rel ative;top:0;left:0;display:table-row} .vrhcp

.vrhtc{ position:rel ative;overflow:hidden} .vrhc.hide{ display:none} @keyframes

vh_fadein{ from{ opacity:0} tof opacity:1} } .vrhc:not(.hide){ animation:vh_fadein 250ms} .vrhc line
img{ color:transparent} .vrhc

line.fullsize{ height:100%} .vrhc,.vrhc:hover,.vrhe:link,.vrhc:active,.vrhc:visited{ col or:#000;text-decoration:no
ne} .vrhc.vrh_clc{ cursor:pointer} a.hover-anchor{ display:block; hei ght: 100%;width: 100%;text-decoration:none
}.vrhstat{ height:0;overflow:hidden} Videos of 48V Data Center Server Rack for Charging Piles - Special
Of...Watch videol5:33EG4 LifePowerd V2 Server Rack Battery Review | 48V 100AH UL1973 UL9540A
TGBATG5.6K viewsSep 20, 2024Watch video7:34Most Popular 48V Server Rack Battery. And It"s Actually
Impressive.. DIY Solar Power with Will Prowsel77K viewsSep 15, 2024Watch video4:2048V Server Rack
Battery for $549 on Amazon? Haisic 48V 100AH DIY Solar Power with Will Prowse100.6K views5 months
agoWatch full videoAliExpress48V Server Rack Lifepo4 - AliExpressDiscover the power of energy-efficient
solutions with the 48v server rack lifepo4d - the future of data center infrastructure is here. Designed for
high-performance computing and reliable operation, this...

Shop 48U server racks at Dell for secure, reliable storage solutions. Perfect for data centers and enterprise IT
environments.

A 48v LiFePO4 server rack battery is a type of advanced lithium iron phosphate (LiFePO4) battery designed
to power large server racks and other advanced computing systems.
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Computer Rack Server with 48 Volt D.C. Power Option. Central Office Telco Server. Superior Quality and
Performance

Discover the power of energy-efficient solutions with the 48v server rack lifepo4 - the future of data center
infrastructure is here. Designed for high-performance computing and reliable operation, this ...

23U Rack Size? Measuring with 17.7 x 17.4 x 5.2 inches and weighing with 96.5 Ibs, 60% lighter than the
lead-acid battery of the same capacity, this compact 3U server rack alowsfor ...

This server Rack is designed to perfectly fit: 2,3, or 6 of our 24V or 48V server rack batteries. It is the perfect
solution to stack multiple batteriesin parallel to help organize and grow your system.

48V 100Ah LiFePO4 Lithium Battery, Built-in 200A BMS, Server Rack Battery with APP, 10000+ Deep
Cycles, Max. 10.24kW Power Output, Perfect for Off-Grid, RV, Solar Power System, Home Backup

Perfect for Solar Energy Storage & Off-Grid Living - Compatible with major solar inverters and chargers, this
48V LiFePO4 battery is a powerful addition to your off-grid, hybrid, or grid-tied solar energy system
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